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Tausch des Pumpenendschalters Aquastar Control 
 
 
Sicherheitshinweis: 
 
Vor dem Öffnen des Gerätes immer Spannungsfreiheit herstellen und diese vor dem 
hantieren am offenen Gerät überprüfen! 
 
Manipulationen am Aquastar Control sind für die Bedienperson strengstens verboten und 
dürfen nur durch geschultes und befugtes Personal vorgenommen werden. 
 
Beim Umbau an Geräten von nicht ausdrücklich durch die Firma Praher Plastics Austria 
autorisierten und geschulten Personen oder Unternehmen verfällt die Gewährleistung da 
unsachgemäße Reparaturen Beschädigungen am Produkt hervorrufen können und somit 
den sicheren Betrieb gefährden können. 
 
Achtung! 
Platinen sind hochempfindliche Komponenten und dürfen 
lediglich unter ESD Bedingungen berührt und entsprechend 
getauscht werden. 
 

 Elektrische Spannung vom Aquastar Control nehmen 

 Deckel öffnen und beide Anschlussleitungen trennen. 

 Auf Spannungsfreiheit prüfen 

 Versorgung und Rückmeldung abklemmen 

 Bei Control 230, Netzteil abnehmen.  

 Aquastar vom Ventil schrauben 

 Motor und Pumpenendschalter abklemmen 

 Vier Schrauben an der Hauptplatine lösen (Achtung, die 
Schrauben sind versiegelt) 

 Hauptplatine aus dem Gehäuse entfernen 

 Vier Schrauben der Getriebemotoren lösen und diesen 
entfernen (Achtung, die Schrauben sind versiegelt) 

 Steuerkopf entfernen 

 Kurvenzahnrad entfernen Achtung! Die Kugeln des Kugellagers nicht 
verlieren und nach der Entnahme alle 42 Stück wieder einsetzen 

 Pumpenendschalter entfernen  

 Neuen Pumpenendschalter einsetzen   

 Kurvenzahnrad einsetzen und dabei im Uhrzeigersinn drehen bis der 
Pumpenendschalter einrastet  

 Kurvenzahnrad im Uhrzeigersinn drehen bis der Pfeil im Gehäuseboden und der Pfeil am 
Kurvenzahnrad übereinanderliegen  

http://www.google.at/imgres?q=esd&um=1&hl=de&sa=N&biw=1463&bih=968&tbm=isch&tbnid=v5lCv2fqpQw-wM:&imgrefurl=http://dev.spis.org/projects/spine/home/spis/software/workshops/spisESD&docid=DpHA_WsK1EdwIM&imgurl=http://dev.spis.org/projects/spine/home/spis/software/workshops/spisESD/download/ESD_gif%3Faction%3Ddownload%26nodecorator&w=300&h=298&ei=eq55T8e-D8jysga8tuDEBA&zoom=1&iact=hc&vpx=837&vpy=169&dur=15460&hovh=224&hovw=225&tx=133&ty=115&sig=106529019252921283964&page=1&tbnh=135&tbnw=136&start=0&ndsp=37
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 Motoren einbauen und die vier Schrauben mit 0,4 Nm festziehen 

 Steuerkopf so einbauen, das der Magnet nach unten rechts zeigt  
und die Arretierungsnoppen im Gehäuseboden arretieren 

 Hauptplatine in das Gehäuse einbringen 

 Die Befestigungsschrauben einschrauben und mit 0,3 Nm  
festschrauben 

 Motoren anklemmen, blau an Klemme „bl“ rot an Klemme „rt“ 

 Pumpenendschalter anklemmen.  

Rot an Klemme 46 und braun an Klemme 47 

 Optionale Sensoren anklemmen. 

o Drucksensor:  

 Klemme 55:     Weiß 
Klemme 56:    Grün  
Klemme 57:    Braun 

o 1-Wire Temperatursensor: 

Klemme GND  Braun 
Klemme DQ     Weiß  
Klemme +VCC    Grün 

 Bei Control 230 Netzteil montieren. Dabei die Hauptplatine  
festhalten damit sich diese nicht verformt und darauf achten,  
dass die Kontakte in der Stiftleiste einrasten  

 Sicherstellen, dass das Ventil auf Position Filtern steht (Zapfen  
am Ventiladapter für den Aquastar muss in Richtung Filtern 
stehen) 

 Aquastar auf das Ventil setzen und mit dem Ventil verschrauben 

 Rückmeldung und Versorgung anklemmen 

 Kabel vom Deckel korrekt anstecken, Deckel 
schließen und verschrauben. Dabei darauf achten, 
dass die Dichtung richtig eingelegt ist 

 

 

 

 

 

Achtung: Bei der Montage des Aquastar 
Control ist die Mittelschraube (Bild 6) mit 
minimal 10Nm anziehen damit keine 
Fehlfunktion auftreten kann und das Schauglas 
(Bild 8) handfest (ca. 4Nm – 8Nm) anziehen um 
die Dichtheit des Aquastar Control zu 
gewährleisten! Ventil und Aquastar müssen auf 
filtern stehen!  



 

Praher Plastics Austria GmbH 
Poneggenstraße 5  .  4311 Schwertberg  .  Austria  .  T +43 (0)7262 / 61178-0  .  F +43 (0)7262 / 61203 

office@praherplastics.com  .  www.praherplastics.com  .  Geschäftsführer: Ing. Winfried Praher, Dr. Rainer Pühringer 

Handelsregister Linz FN 318033 x  .  DVR 058131  .  UID-Nr. ATU64509623  .  EORI-Nr. ATEOS1000006881 

©
 P

ra
h
e
r 

P
la

s
ti
c
s
 A

u
s
tr

ia
 G

m
b
H

 B
B

/D
E

E
N

/2
1
/0

7
/4

6
7
/9

0
6
2
3

 
T

e
c
h
n
is

c
h
e
 Ä

n
d
e
ru

n
g
e
n
 v

o
rb

e
h
a
lt
e
n
! 

/ 
S

u
b
je

c
t 

to
 c

h
a
n
g
e
 w

it
h
o
u
t 

p
ri

o
r 

n
o
ti
c
e
! 

Replacing the pump limit switch on the Aquastar Control 
 
 
Safety instructions: 
 
Before opening the device, always isolate it from the power supply and check this before 
handling the open device! 
 
Tampering with the Aquastar Control is strictly forbidden for the operator and may only be 
carried out by trained and authorized personnel. 
 
If devices are modified by persons or companies who have not been expressly authorized 
and trained by Praher Plastics Austria, the warranty expires because improper repairs can 
damage the product and thus endanger safe operation. 
 
Caution! 
Circuit boards are highly sensitive components and may only 
be touched and exchanged accordingly under ESD 
conditions. 
 

 Disconnect the power supply from the Aquastar Control. 

 Open the cover and disconnect both cables. 

 Make sure that the system is de-energized. 

 Unplug the power supply and feedback. 

 Remove the power supply on the Control 230.  

 Unscrew the Aquastar from the valve. 

 Unplug the motor and pump limit switch. 

 Release the four screws on the main board (caution, the 
screws are locked). 

 Remove the printed circuit board from the housing. 

 Release the four screws on the motor and remove it (caution, 
the screws are locked). 

 Remove the control head. 

 Remove the curve gearwheel. Caution! Do not lose the balls in the 
ball bearing and replace all 42 after removal. 

 Remove the pump limit switch.  

 Fit the new pump limit switch.  

 Fit the curve gearwheel and turn clockwise until the pump end 
switch latches into position.  

 Turn the curve gearwheel clockwise until the arrow on the housing base and the arrow on 
the curve gearwheel are lined up. 

http://www.google.at/imgres?q=esd&um=1&hl=de&sa=N&biw=1463&bih=968&tbm=isch&tbnid=v5lCv2fqpQw-wM:&imgrefurl=http://dev.spis.org/projects/spine/home/spis/software/workshops/spisESD&docid=DpHA_WsK1EdwIM&imgurl=http://dev.spis.org/projects/spine/home/spis/software/workshops/spisESD/download/ESD_gif%3Faction%3Ddownload%26nodecorator&w=300&h=298&ei=eq55T8e-D8jysga8tuDEBA&zoom=1&iact=hc&vpx=837&vpy=169&dur=15460&hovh=224&hovw=225&tx=133&ty=115&sig=106529019252921283964&page=1&tbnh=135&tbnw=136&start=0&ndsp=37
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 Fit the motors and tighten the four bolts to 0.4 Nm. 

 Fit the control head so that the magnet is facing downward  
to the right and fix the locking stud in the housing base. 

 Correctly plug in the foil keyboard and pressure switch. 

 Screw in the fastening screws and tighten to 0.3 Nm. 

 Connect the motors; blue on terminal "bl" red on terminal "rt". 

 Connect the pump limit switch.  

Red terminal 46 and brown terminal 47. 

 Connect optional sensors 

o Pressure sensor:  

Terminal 55:   white 

Terminal 56:   green 

Terminal 57:   brown 

o 1-Wire temperature sensor: 

Terminal GND   brown 

Terminal DQ   white 

Terminal + VCC   green 

 Assemble the power supply on the Comfort 230. In doing 
so, keep hold of the main board to avoid deformation and make 
sure that the pins latch into the contacts on the pin contact strip.  

 Make sure that the valve is set to filter position (the lug  
on the valve adapter for the Aquastar must point to Filter). 

 Place the Aquastar on the purge and screw onto the valve. 

 Connect the power supply and feedback. 

 Close and bolt down the cover. In doing so, make 
sure, that the seal is correctly inserted. 

 

 

 

 

 

 

Attention: 
During installation screw tight the centre screw 
with a minimum torque of 10 Nm (pict 6) to 
secure the functionality and screw the sight glass 
hand-tight (about 4Nm – 8Nm) in the lid (pict. 8) 
in order to secure tightness of the Aquastar 
Control! Valve and Aquastar must be on position 
filter! 


